
22, 19, 16, 13

23, 20, 17, 14

24, 21, 18, 15

27, 30, 33, 36

26, 29, 32, 35

25, 28, 31, 34

10, 7, 4, 1

11, 8, 5, 2

12, 9, 6, 3

38, 41, 44, 47

39, 42, 45, 48

37, 40, 43, 46

0.004 /.10

48 Pls

0.010
(0.254)

0.285
(7.24)

0.010
(0.25)

0 - 8°°

 0.035
 (0.89)

0.040
(1.02)

 0.920
(23.37)

0.025
(0.64)

0.625
     (15.88)

 0.490
(12.45)

TESLA
TE3003
YYXX

0.600 0.480
     (15.24)     (12.20)

(0.38)
0.015

1.095
(27.81)

0.920
(23.37)

  1

0.040

  1

(1.02)

0.010/(0.25)Unless otherwise specified dimensions are in inches/(mm)

Gigabit Ethernet Transformer Dual Port TE3003

    OCL Return Loss
   (dB Min.)

100 kHz, 0.1
Vrms With 8
 mA DC Bias

350    Hµ

30   60 - 80  100100  1250.1  30  60 100 Vrms Min.

Insertion Loss
   (dB Max.)

*Crosstalk
   (dB Min.)

ELECTRICAL SPECIFICATIONS @ 25 C°

Isolation

Media side

-1.1    - 1 -2    - 18 - 12 - 10 - 43 - 37 - 33 1500

Optimized for leading IC manufacturers per IEEE 802.3 Standard, PoE enabled

   RSH 260°C for 10 seconds with reflow rating of 245°C

   Operating Temperature: 0°C - 70°C

MHz MHz MHz MHz MHz MHz MHz MHz MHz

Weight.............. 4 grams
Tape & Reel......250/reel
Tube..................15/tube

SCHEMATIC

MECHANICAL

* Crosstalk: Between adjacent channels
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